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ABSTRACT 

The state of the art of making shapes of precipitation-hardenable 
s ta inless  s teels  by methods other than machining f r o m  wrought mate-  
r ia l s  is reviewed. 
metallurgy. Of these methods, only casting i s  extensively practiced. 
Powder metallurgy is a promising procedure fo r  17 -4  PH stainless ,  
but techniques a r e  not well advanced f o r  handling the grades that con- 
tain titanium or  aluminum such a s  PH 15-7 Mo and A-286. 

The methods reviewed a r e  casting and powder 
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FOREWORD 

Precipitation-hardening s ta inless  steels a r e  potentially use-  
ful wherever cor ros ion  res i s tance  and high strength at high 
tempera tures  a r e  needed. They were  developed initially to 
m e e t  urgent requirements  in World W a r  11, but new alloys and 
methods of processing have since been introduced to  assist 
engineers concerned with missiles and space vehicles and with 
various applications in the field of nuclear science and tech- 
nology. 

The Atomic Energy Commission and National Aeronautics 
and Space Administration have established a cooperative pro-  
g ram to make  available information, describing the technology 
result ing f rom their  r e sea rch  and development effor ts ,  which 
may  have commerc ia l  application in American industry. This 
publication is one of the many result ing f rom the cooperative 
effort of these agencies to t ransfer  technology to private in- 
dustry. 

This survey i s  based on information contained in a se r i e s  of 
r epor t s  originally prepared  by Battelle Memorial  Institute for  
the Manufacturing Engineering Laboratory of the George C. 
Marshall  Space Flight Center.  The original information has  
been updated and revised in writing the cur ren t ,  seven volume 

survey. These volumes were  prepared  under a contract  with 
the NASA Office of Technology Utilization which was moni- 
tored by the Redstone Scientific Information Center.  

... 
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PREFACE 

This report  is one of a s e r i e s  of state-of-the-art  repor t s  being 
prepared by Battelle Memorial  Institute, Columbus, Ohio, under 
Contract No. DA-01-021 -AMC-11651 ( Z ) ,  in the general  field of 
mater ia l s  fabrication. 

The making of shapes of precipitation-hardening grades of stain- 
l e s s  s teel  by casting and by powder metallurgy i s  reviewed in this 
report .  
stainless steel  is scat tered among a variety of sources .  The sources  
of information include the open l i terature ,  unpublished reports  on 
Government contracts,  and personal contacts with leading authorities 
in the respective fields. 
s ta te  of the a r t  in making par t s  f rom these grades by methods other 
than machining f rom wrought mater ia ls .  
and powder -metallurgy methods. Other methods considered were  
meta l  spraying, electroforming and chemical vapor deposition. It 
was found that these la t te r  methods have not been used for making 
shapes of precipitation-hardenable grades of s teel  and therefore  no 
mention i s  made of them in the text of this report .  

The information on methods of handling these useful grades of 

It i s  the purpose of this report  to present  the 

This report  covers  casting 

This report  brings together information f rom a variety of sources  
for the purpose of making it available to those who can use i t  in indus- 
t ry ,  the mil i tary and the aerospace industry. 
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SHAPING O F  PRECIPITATION -HARDENING STAINLESS 
STEELS BY CASTING AND POWDER-METALLURGY 

SUMMARY 

CASTING 

Ten casting alloys constitute the f ami ly  of precipitation-hardenable 
stainless steels.  
ment molds, o r  by the centrifugal process .  
alloy a r e  cas t  in  investment molds. 
used to cas t  the AM 355 alloy. The PH-55A, PH-55B, PH-55C, 
PH-55D, C B - ~ C U ,  and CD-4MCu alloys a r e  cas t  in  sand molds,  All 
of the alloys a r e  air melted with the exception of the A-286 alloy 
which i s  vacuum melted. 

The 17-4 P H  alloy i s  ca s t  in  sand molds, in  invest-  
The A-286 and 14-4 PH 

Sand and investment molds a r e  

For casting in  sand molds o r  by the centrifugal process ,  there  is 
essentially no top limit on the weight of the casting other than the r e -  
s t r ic t ion imposed by available molding equipment. 
ings weighing up to 400 pounds have been produced, but they a r e  usu- 
ally under 20 pounds in  weight, The normal dimensional tolerance on 
sand castings i s  about 1 /16 inch per  foot, but can approact, the to le r -  
ance of * O .  005 inch pe r  inch which is typical of investment castings. 
Optimum conditions give a finish of 100  to 250 microinches rms on 
castings made in green  sand molds and a finish of 1 0  to 85 microinches 
r m s  on investment castings. The usual finish on green  sand castings 
is 250 to 1000 microinches r m s  and 80 to 125 on investment castings. 

Investment cas t -  

The 17-4 PH alloy i s  melted in  an indirect  a r c  furnace o r  in  an in-  

Castings made f rom a m a s t e r  alloy i n  the fo rm of 
duction furnace.  
used for remelting. 
b a r  stock have bet ter  ductility than castings made  f r o m  a shotted 
m a s t e r  alloy. 
ganese silicon. Deoxidation by addition of aluminum is effective but a 
residual of 0. 15 to 0. 20 per  cent aluminum is detrimental  to ductility. 
An excessive pickup of carbon o r  nitrogen during melting causes  loss  
in response to heat t reatment  because of stabilization of the austenite 
phase. 
1400 F instead of the normal  temperature  of 1900 F makes the aus- 
tenite phase l e s s  stable and aging response is regained. 

For good control of composition, a m a s t e r  alloy i s  

Heats a r e  deoxidized with an addition of calcium man- 

In such cases ,  a solution t reatment  at a temperature  a s  low as 



Because the 17-4 PH alloy is susceptible to microshrinkage, duc- 
tility decreases  as  the s ize  of the cas t  section increases .  The strength 
i s  unaffected. Ductility is also affected adversely i f  copper segregates  
at the gra in  boundaries as a resul t  of the copper content being too high, 
the pouring temperature  being too low, or the cooling of the casting 
being too slow during solidification. The la t ter  two operations can 
also result in the formation of acicular delta f e r r i t e  in the s t ruc ture  
which cannot be changed by heat t reatment  and causes  low ductility. 
welding is anticipated, underbead cracking can be minimized by keep- 
ing the copper content near  the lower limit of the specification, pa r -  
t icularly for castings produced in sand molds or by the centrifugal 
process .  Susceptibility to hot tearing is another problem i n  designs 
having changes in  section s ize  or corners .  
same general  foundry character is t ics  as  the 17-4 PH alloy. 

If 

The 14-4 PH alloy has the 

The foundry charac te r i s t ics  of the AM 355 alloy a r e  similar to the 
17-4 PH alloy. A cover of argon gas i s  suggested when melting in an 
indirect  a r c  furnace to minimize the pickup of carbon. 
propert ies  af ter  heat t reatment  a r e  obtained with a carbon plus nitro- 
gen content in the range of 0 . 1 8  to 0. 24 per  cent. 
response to heat t reatment  is lost  because of stabilization of the aus-  
tenite phase. 
casting during solidification promote formation of delta fe r r i te ,  but 
the effect of the delta f e r r i t e  on the properties of the casting i s  not 
yet well defined. 

Optimum 

At higher levels the 

A high pouring temperature  and slow cooling of the 

Some segregation occurs  in AM 355 alloy castings. Homogeniza- 
tion t reatments  a t  high temperatures  do not enhance the properties.  
Proper t ies  a r e  improved by preceding the 1750, F solution-anneal 
t reatment  with an "equalizing" t reatment  at 1475 F. In order  that 
maximum hardening response occurs  upon aging, the solution-anneal 
t reatment  must  be  followed by a sub-room-temperature  t reatment  to 
t ransform the austenite. Because the AM 355 alloy undergoes a s ig-  
nificant change in  volume during heat treatment,  inspection of the 
dimensions should be  done af ter  the aging t reatment .  

F o r  consistent propert ies  at a higher level, particularly ductility, 
the A-286 alloy must  be  vacuum melted f r o m  certif ied vacuum-melted 
m a s t e r  heats.  Crucibles of alumina, magnesia, or zirconia a r e  sa t i s -  
factorily iner t  af ter  they a r e  cured by severa l  wash heats.  
or zirconia facing mater ia l  is prefer red  in investment molds (poured 
at a preheat of up to 1900 F) because a s i l ica  facing m a y  reac t  to f o r m  
surface defects in  the casting. The production cycle for  vacuum cas t -  
ing a 12-pound charge i s  6 minutes. 
than that for  melting and casting in air. 

Alumina 

The cost  is about one-half m o r e  
Melting and casting under 
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vacuum resul ts  in  fewer  inclusions in  the casting and fewer misruns ,  
particularly in complex shapes with thin sections. A solution anneal at 
2000 F precedes a solution anneal at 1650 F which i s  followed by a 13- 
hour aging t reatment  a t  1300 F. 

Conventional s ta inless  s teel  melting and sand casting pract ices  
a r e  used with the PH-55A, PH-55B, PH-WC, PH-55D, C B - ~ C U ,  and 
CD-4MCu alloys. 
heat t reated af ter  being welded. The l a s t  th ree  alloys a r e  the only 
ones of this group that a r e  not useful at  elevated temperatures .  
PH-55D alloy i s  used for  its high abrasion resis tance as well as i ts  
corrosion resistance,  but i ts  br i t t leness  i s  similar to tool s teel  a f te r  
it is  age hardened. 
res is tant  castings; both of them a r e  weldable, but the CD-4MCu alloy 
should be heat  t reated after it is welded. 

The f i r s t  three alloys a r e  weldable, but should be  

The 

The las t  two alloys make  strong, corrosion-  

POWDER METALLURGY 

Production of par t s  f rom stainless s tee l  powders, particularly 
However, there  has Types 304, 316L and 410, i s  growing rapidly. 

been little experience with the precipitation-hardening grades of stain- 
l e s s ,  probzbly because of disappointing resul ts  in the ear ly  attempts to 
use them in  the form of powders. 
l e s s  powders a r e  harder  than conventional stainless s teels  and high 
compacting p res su res  a r e  required to develop the g reen  strengths 
needed for handling. 
very sensitive to nitrogen content. High nitrogen content resul ts  in 
stabilization of austenite and l o s s  of hardening response.  
be absorbed during melting, during atomization of the molten alloy, 
and during sintering. Measures  can be taken that will avoid appre-  
ciable nitrogen pickup, identified a s  the cause of e r r a t i c  heat-treating 
response.  
precipitation-hardening grades and at leas t  two companies expect to 
begin production soon of par t s  f rom 17-4 PH powder. 17-4 PH i s  a 
grade of s ta inless  s tee l  that contains no aluminum o r  titanium and 
therefore,  the powders a r e  l e s s  difficult to handle without contamina- 
tion than other precipitation-hardening stainless powders. 

The precipitation-hardening stain- 

The martensi t ic  and semiaustenitic grades a r e  

Nitrogen can 

Recently there  has  been renewed in te res t  i n  the 

PH 15-7 Mo powders have been p res sed  into bil lets and hot ex- 
truded with reduction ratios of about 16:l. 
product were  reported to be  s imi la r  to  those of the conventional 
wrought mate  r ia l .  

Propert ies  of the extruded 

Sintering procedures f o r  17-4 PH powders a r e  fa i r ly  well estab- 
A dry-hydrogen o r  vacuum atmosphere and temperatures  of 

Additional study is needed 
lished. 
2200 to 2300 F appear to be satisfactory. 
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on sintering of the precipitation-hardening grades  containing aluminum 
and/or  titanium. 

INTRODUCTION 

The precipitation-hardenable grades  of s ta inless  s tee l  have been a 
They were  introduced ear ly  in  the comparatively recent  development. 

1950's for  u se  in  the wrought form,  but l a t e r  in the decade their  ap-  
plication for  u se  i n  castings became commonplace. 
combination of cor ros ion  and oxidation res i s tance  with higher mechan-  
ica l  s t rength than can be obtained with conventional grades  of s ta inless  
s tee l  o r  with low-alloy s teels .  

They provide a 

PRODUCTION B Y  CASTING 
I 

There  a r e  few precipitation-hardenable s ta inless  s tee ls  current ly  

Alloy A-286 i s  the only one that i s  vacuum melted;  the r e s t  a r e  
available a s  casting alloys. 
tion. 
all air melted.  

Table I l i s t s  the alloys and their  composi- 

Alloys 17-4 P H ,  14-4 PH,  AM-355, A-286, PH-35A7 PH-55B, 
and PH-55C have useful s t rength a t  t empera tures  ranging f r o m  700 to  
about 1400 F. The PH-55D, C B - ~ C U ,  and CD-4MCu (a l so  known a s  
25-5PH) alloys a r e  used for their  good s t rength and cor ros ion  and 
abrasion res i s tance  a t  essentially room tempera ture .  

The following sections descr ibe  the pract ice  that i s  used to mel t  
and cas t  the alloys, and the pract ice  that i s  used in  heat treating the 
castings.  
t ial  of the alloys and to reveal  the effect of cer ta in  pract ices  on the 
propert ies .  

Mechanical propert ies  a r e  presented to  i l lustrate  the poten- 

ALLOYS USED AT ELEVATED TEMPERATURES 

17-4 PH Alloy. 

General  Charac te r i s t ics .  The 17-4 PH alloy i s  a heat-  
res i s tan t  ma te r i a l  that has good ductility and good s t rength up to 600 F. 
Its res i s tance  to  cor ros ion  i s  be t te r  than that of s ta inless  s teel  
Type 410 and i s  comparable with that of Types 302 and 304. 
character ized by a relatively low aging tempera ture  which helps to  

It is 
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avoid distortion during heat t reatment .  
be machined a f t e r  a solution-anneal heat t reatment  and then age 
hardened with l i t t le danger of dimensional changes. 
that occurs  as a resul t  of aging i s  0. 0004 to 0. 0006 inch pe r  inch 
(Ref. 13). 

Castings of 17-4 PH alloy can 

The contraction 

Castability. Castings of this a i r -melted alloy a r e  pro-  
duced in sand molds, investment molds, and by centrifugal casting. 
F o r  sand o r  centrifugal castings, the copper content is 2. 5 to 3. 2 per  
cent, instead of the 2.8 to 3. 5 per  cent shown in Table I, to improve 
the weldability. 

Castability of the alloy is good (Refs. 14, 15). F o r  example, a 
casting measuring 21 inches in length and 6 inches in width was run 
satisfactorily in a heated, ceramic  investment mold when the section 
was as thin as  0. 080 inch (Ref. 16). However, 17-4 PH castings a r e  
subject to hot tearing. Therefore,  casting design should avoid heavy 
X -  o r  T-sections, abrupt changes in  section s ize ,  and sha rp  corners  
(Ref. 17). 
c r e a s e s  the ductility of the casting while having l i t t le effect on the 
strength (Refs. 15, 18, 19) .  P rope r  gating and r iser ing to establish 
directional thermal  gradients during solidification minimizes the de - 
velopment of microshrinkage. 

The alloy is also subject to microshrinkage which de- 

Castings of the 17-4 PH alloy weighing up to 450 pounds have been 
produced in  sand molds (Ref. 17). 
making investment molds for  castings weighing up to 400 pounds 
(Ref. Z O ) ,  the usual weight of investmellt castings i s  under 20 pounds. 
Some examples of investment castings a r e  shown in F igure  1. 

Although the capability exists f o r  

FIGURE 1. INVESTMENT-CAST PARTS OF 17-4 PH FOR THE FUEL-CONTROL 
SYSTEM OF A JET PLANE (REF. 2) 
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Under optimum conditions, green sand casting can  approach very 
closely the dimensional tolerances of investment casting, i. e . ,  
* O .  005 inch per  inch (Ref. 21). Normally the tolerance on green  sand 
castings is about 1/16 inch per  foot. Under optimum conditions, the 
finish on green sand castings i s  100 to 250 microinches rms as com- 
pared with 10 to  85 microinches rms for investment castings (Ref. 21). 
Usually, the finish on green  sand castings ranges f rom 250 to 1000 
microinches rms (Ref. 21) and 80 to 125 fo r  investment castings 
(Refs.  22, 23). 
alloys discussed la ter .  

These tolerances and finishes a l so  apply to the other 

Heat Treatment.  Interest  has  increased in  17-4 P H  
castings since fabricators  have discovered the cause for ea r l i e r  
e r r a t i c  response to heat treatment.  The composition of the alloy i s  
balanced s o  that solution annealing for  1 / 4  to 1 hour a t  1875 to 1925 F 
produces a martensi t ic  mat r ix  upon cooling in a i r  o r  in oil to below 
about 270 F. The transformation to martensi te  is not complete until 
the temperature  drops to 90 F (Ref. 3).  A small  percentage of delta 
f e r r i t e  is usually present  in the as -cas t  s t ructure  and i s  unaffected by 
the heat treatment.  Maximum hardness in this condition i s  36 Rock- 
well C. Upon aging, the copper - r ich constituents precipitate. Opti- 
m u m  strength and ductility a r e  obtained by aging for about 1 hour in  
the temperature  range of 900 to 925 F. Hardness after aging is 40 to 
45 Rockwell C (Ref. 24). 
a r e  covered by a number of Aerospace Material  Specifications. 
information is summarized in Table 11. 

The heat treatment and minimum propert ies  
The 

Effect of Prac t ice  on Proper t ies .  When castings have 

Even when the compositional balance i s  
insufficient ductility, the cause i s  usually the presence of acicular 
delta f e r r i t e  (Refs. 2, 24). 
cor rec t ,  high pouring temperatures  and slow cooling ra tes  can promote 
the formation of delta f e r r i t e  a s  well a s  a coarse-gra in  s t ructure .  A 
smal l  amount of delta fe r r i te ,  present in globular form, i s  not detr i -  
mental. 
ment (Ref .  18).  A coarse-gra in  s t ruc ture  affects ductility adversely 
(Ref. 24). 

The form of the delta fe r r i te  i s  not changed by heat t rea t -  

Low hardness usually indicates that an excessive amount of aus-  
tenite was retained after solution annealing. 
f rom accidental carburizing o r  nitriding during heat t reatment .  
bon and nitrogen stabilize the austenite phase during heat treatment.  
Stabilized austenite can  also be caused by pickup of carbon o r  nitrogen 
during melting and casting. For example, this problem was solved in  
one instance when an induction-melting furnace was used to avoid the 
carbon and nitrogen pickup that was being experienced in a carbon-arc  

This condition can  occur 
Car  - 
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furnace (Ref. 18). In another instance, an  investment mold that had 
not been f i red  sufficiently to eliminate completely the residue in  the 
cavity was the source  for  carbon pickup during casting (Ref. 3 ) .  
though carbon does improve the fluidity of the alloy, it should not be  
used for this purpose (Ref. 1). 

Al- 

When the composition has  been accidentally a l te red  s o  that the 
austenite phase is stabilized, the casting will not develop its potential 
s t rength after the aging t reatment .  
t reatment  may  be obtained by solution annealing at tempera tures  below 
1900 F. 
1400 F), l e s s  carbide is taken into solution and thus the austenite that  
i s  formed is l e s s  stable and will t ransform to mar tens i te  upon cooling 
(Ref. 30) .  Because a change i n  the heat- t reatment  schedule can  often 
r e s t o r e  hardening capacity in  a n  imbalanced alloy, composition alone 
should not be a bas i s  for- rejection of castings (Ref. 1). 

In such a case,  response to heat 

At these lower solution-annealing tempera tures  (as low as 

Silicon improves the fluidity and al'so protects  the chromium and 
columbium f r o m  preferent ia l  oxidation during melting (Ref. 1 ). Ex- 
cessive amounts of delta f e r r i t e  a r e  formed if  the si l icon content is 
too high. 

Columbium is desirable  in  the 17-4 PH alloy because it inhibits 
overaging (Ref.  30). It a l so  permi ts  overaging to be done intention- 
ally at higher tempera tures  to achieve higher ductility without exces - 
sive lowering of the tensi le  strength.  However, the columbium con- 
tent as well a s  the copper, manganese, phosphdrus, and sulfur 
contents should be kept low because they contribute to dendrit ic 
segregation (Refs. 1, 2).  
can occur if the copper content i s  too high, the pouring tempera ture  is 
too high, o r  cooling of the casting is too slow (Ref. 30). Segregation 
can impar t  low ductility (Ref. 18) and cause underbead cracking during 
welding (Ref.  3 ) .  If welding is anticipated, the copper content should 
be  kept to the low side of the specified range. 
copper content resu l t s  in  5 to  10 ks i  loss  i n  ult imate tensile s t rength 
and 15 to 25 ks i  l o s s  in yield strength.  

Segregation of copper at the gra in  boundaries 

This lower range of 

In a case  where segregation of copper was suspected as the cause 
for low ductility, homogenization f o r  2 hours  a t  2100 F p r io r  to solu- 
tion annealing and aging gave the following improvement (Ref. 18): 

Tensile Yield Strength Elongation, Reduction 
in Area, qo Strength, psi (0.2% Offset), psi 70 

Not Homogenized 192,000 171,000 4 

Homogenized 194,000 174,000 1 0  

7 

33 
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In another instance, up to 80  per  cent of a casting lot was rejected 
because inspection by the magnetic -particle method indicated the p r e s  - 
ence of c racks  (Ref. 31). No indications were  found when the castings 
were  homogenized at 2150 F. Subsequent investigation showed that the 
indications were related to copper segregation. 

' 
Specification, Specifications for Stock to Be Remelted, 10 

Element 10 Indirect Arc Furnace Induction Furnace 

Unfortunately the 17-4 P H  alloy scales  se rver ly  in  air 2100 F 
or higher (Ref. 24). Most "neutral" sal t  baths and endothermic atmo- 
sphers  tend to carbur ize  the alloy. 
heat-treating atmosphere if kept neutral  by adjusting its moisture  con- 
tent (Ref.  2) .  The adherent oxide film produced on the castings cannot 
be removed by sand blasting, but can  be removed by a sodium hydride 
bath. A double solution anneal at 1900 F i n  air is recommended to  
improve the ductility instead of the high-temperature homogenizing 
t reatment  (Ref. 2).  
heavy. 

Exothermic gas  is a satisfactory 

Scaling at 1900 F is moderate;  at 2000 F it is 

Distortion in la rge  castings o r  in  those having intr icate  form may  
be minimized by solution annealing at a lower temperature ,  such as 
1700 F (Ref. 1).  The slightly lower tensile and yield strengths that 
resul t  may s t i l l  be adequate fo r  the intended applications. 

Producers  of m a s t e r  alloys provide compositions that can a s su re  
castings will meet  the specified minimum propert ies  (Ref. 19) .  Con- 
t ro l  of the composition l ies  in the foundry pract ice .  
Table 111 indicate the gains and losses  that may be  expected in  the 
alloying elements when they a r e  melted in  an indirect  a r c  furnace and 
in an induction furnace (Ref. 30). 

The data in  

TABLE 111. RECOMMENDED SPECIFICATION AND REMELT ANALYSES 

Carbon 
Nitrogen 
Silicon 
Manganese 
Chroiniuin 
Nitrogen 
Columbium + Tantalum 
Copper 

I J 

0.06 inax 
0.05 max 
0.60-0.90 
0.30-0.70 

15.5-16.75 
3.25-4.25 
0.15-0.40 
3.00-4.00 

0.04 inax 
0.035 max 
0.70-1.00 
0.40 -0.. 70 

15.7-16.8 
3.25-4.25 
0.25-0.40 
3.00-4.00 

0.05 inax 
0.05 max 
0.70-1.00 
0.40-0.70 

15.7-16.8 
3.25 -4.25 
0.25 -0.40 
3.00-4.00 
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Heats a r e  usually deoxidized with an addition of calcium- 
manganese silicon. 
3 / 4  to 1-1/2 pounds pe r  ton because a residual of 0 . J 5  to 0 . 2 0  per  
cent aluminum is detrimental  to ductility (Ref. 3 ) .  

Aluminum can  be used but should be  res t r ic ted  to 

The effect of section thickness on the tensile propert ies  is shown 
in  Table IV (Ref. 17). 
inches, the strength remained essentially constant, but the ductility 
decreased somewhat. 

As the section s ize  increased f r o m  1 to 4 

TABLE IV. EFFECT OF SECTION THICKNESS ON TENSILE PROPERTIES 

Section Thickness, inches(a) 
1-1 /2 4 - 1 

Tensile S tseng th , ksi 148 145 144 
Yield Strength (0.2% Offset), ksi 131 131 128 
Elongation, q o  19.0 18.5 13.5 
Reduction of Area, qo 53.3 52.0 36.5 
Brinell Hardness Number 3 02 302 302 

(a) Heat treated to a minilnuin tensile strength of 130 ksi 

F o r  purposes of quality control, adequate ductility cannot be de-  
duced f rom hardness tes ts ,  X - r a y  inspection, or  chemical analysis. 
In one instance (Ref. 18), foundries were qualified by testing integrally 
cas t  t es t  b a r s ,  two to a mold, and the casting f rom the first three lots.  
An example of correlation between the t e s t  b a r s  and castings made in 
investment molds i s  presented below: 

Reine It Ultimate Tensile Yield Stlength Elongation, 
Stock Strength, kst ( 0 . H o  Offset), ksi 70 

Casting Bar 199 
Test Bar Bar 200 

Cas tiiig Shot 188 

Test Bar Shot 193 

176 
178 

170 

170 

12 

11 

2 

3 

The data show that a correlat ion does exist between the tes t  b a r  and 
the casting and that shot i s  an unsatisfactory remel t  s tockas  evidenced 
by the low ductility that  was obtained in the casting and the t e s t  ba r .  
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When a foundry demonstrates that  sat isfactory propert ies  can  be 
obtained i n  tes t  b a r s  and that a correlation exists between tes t  b a r s  
and castings, then t e s t  b a r s  a r e  used as the bas i s  for  acceptance of 
castings. However, a random sample of 2 per  cent of the castings is 
tested to validate the correlation. 

14 -4 PH Alloy. 

General Character is t ics .  As shown in  Table I, the com- 
position of the 14-4 PH alloy is very  similar to the 17-4 P H  alloy ex- 
cept that the chromium content is a l i t t le lower, the copper content is 
a l i t t le higher, and molybdenum has been added. As a resul t  of the 
content of the la t ter  two elements, the 14-4 PH alloy has  useful 
strength at temperatures  up to 1000 F (Ref. 5) whereas the 17-4 P H  
alloy i s  res t r ic ted  to 600 F (Ref. 27). 

The castability and weldability of the 14-4 PH alloy were  not found 
in  the l i terature .  
comparable with those of the 17-4 PH alloy. 

It may  be assumed that these charac te r i s t ics  a r e  

Heat Treatment  and Propert ies .  The requirements for  
investment castings of this a i r -melted alloy a r e  covered by AMS 5340 
(Ref. 5) and a r e  summarized as follows. 
directly f rom a m a s t e r  heat o r  a remelt  of a m a s t e r  heat. 
the m a s t e r  heat is not to exceed 7000 pounds. 
be used only fo r  preparing a refined m a s t e r  heat. 

Castings may be poured 
The s ize  of 

Foundry returns  may  

If a homogenization heat t reatment  i s  permitted, the castings a r e  
heated for  1 -1 /2  hours at 2100 F and cooled to below 90 F. 
followed by a solution-anneal t reatment ,  
t reatment  i s  not permitted,  the castings m a y  be given the solution heat 
t reatment  twice. 
1 hour pe r  inch of c r o s s  section and cooling as required to below 90 F. 
A neutral  o r  slightly reducing atmosphere should be  used in the 
homogenizing and solution-annealing heat t reatments .  
normally supplied in  the solution-annealed condition and a r e  to have a 
hardness  not higher than 36 Rockwell C. 

This is 
If the homogenization heat 

Solution annealing consists of heating at 1900 F for  

Castings a r e  

After aging at 1100 F for  4 hours and air cooling, the requi re -  
ments  for minimum tensile propert ies  a r e  a s  follows: 
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Separately Cas t  Specimens Cut 
Tes t  Specimens F r o m  Castings 

Tensile Strength, k s i  150 140 
Yield Strengfh (0. 270 Offset), k s i  130 130 
Elongation, pe r  cent in  4D 10 6 
Reduction of Area ,  p e r  cent 25 15 
Hardness  30Rc 30Rc 

Because the hardness  may b e  lower af ter  aging as compared with the 
hardness  a f t e r  solution annealing, i t  appears  that  the specit ied t r e a t -  
ment  resu l t s  in  overaging. The reason  for  overaging is probably to  
achieve improved ductility and to make the alloy m o r e  stable a t  e l e -  
vated tempera tures .  

AM 355 Alloy. 

General  Charac te r i s t ics .  Like the 17-4 P H  alloy, the 
AM 355 alloy has  excellent propert ies  for  long-term applications a t  
t empera tures  up to at l ea s t  700 F and f o r  sho r t - t e rm applications up to  
at leas t  900 F (Ref.  7).  The alloy i s  a i r  melted and has  good cas t a -  
bility in sand o r  investment molds (Refs. 14, 32, 33). The castings a r e  
cor ros ion  res i s tan t  and a r e  weldable. Castings may be softened b y  
heat t reatment  ( a s  descr ibed l a t e r  in this section) to make them m a -  
chinable and then heat t reated for hardening and strengthening. 

Because the composition of the AM 355 alloy i s  c r i t i ca l ,  i t  is good 
pract ice  to use  cer t i f ied m a s t e r  heats  fo r  remelting. If an indirect  
a r c  furnace i s  used, a cover of argon gas is used to minimize carbon 
pickup (Ref .  33). The charge i s  melted rapidly, usually deoxidized 
with calcium manganese silicon, and poured at about 2950 F. When 
casting in investment shell  molds,  the molds a r e  preheated to  a t em-  
pera ture  of about 1900'F.  Figure 2 shows examples of investment 
castings of AM 355 for use on a wing inboard panel of an airplane.  

Heat Trea tment .  The composition of the AM 355 alloy is 
adjusted to produce an a s - c a s t  s t ruc ture  that is austenite with up to 
5 per  cent delta f e r r i t e ,  and has  a considerable amount of precipitated 
carbide a s  a resu l t  of the slow cooling of the casting in the mold. 
Solution annealing redissolves  the carbides  and s table  austenite fo rms  
when the casting is cooled to room tempera ture .  The austenite is 
t ransformed to  mar tens i te  by cooling to below room tempera ture .  
Aging then t empers  the mar tens i te  and precipi ta tes  carbides  to achieve 
hardening. 
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FIGURE 2. EDGE-MEMBER INVESTMENT CASTINGS O F  AM 355 
FOR USE ON A WING INBOARD PANEL O F  THE 
NORTH AMERICAN B-70 AIRPLANE ( R E F .  7) 

Note the integrally cas t  t e s t  ba r .  

The heat t reatment  and minimum propert ies  a r e  covered by 
AMs 5359 (Ref. 6 )  and AMS 5368 (Ref .  34). The information is sum- 
mar ized  in  Table V.  

These two specifications indicate that castings a r e  usually sup- 
plied in  the solution-annealed condition. 
AMS 5368 requires  the nitrogen content for investment castings to be 
in  the range of 0. 05 to 0. 13 per  cent. 
0. 11 pe r  cent given in  Table I is required for  sand castings by 
AMS 5359. 

It is also to be noted that 

The tighter range of 0 . 0 5  to 

. 
Effect of Prac t ice  on Proper t ies .  High pouring tempera-  

tu res  and slow cooling of the castings during solidification promote 
the formation of delta fe r r i te .  The influence of the delta f e r r i t e  on 
the propert ies  of the casting has  not yet been well defined. 

Carbon and nitrogen a r e  very effective in stabilizing the austenite. 
Hardening of the alloy is dependent upon the formation of mar tens i te  
after solution annealing and pr ior  to aging, and is also dependent upon 
precipitation of carbides  upon aging. 
and nitrogen content i s  very important. 
cycle, the strength is  higher and the ductility is lower as the content 
of carbon plus nitrogen is increased. 

Therefore,  control of the carbon 
F o r  a given heat-treatment 

Optimum propert ies  a r e  

14 



TABLE V. SUMMARY OF AM 355 ALLOY AEROSPACE MATERIAL SPECIFICATIONS 

Aerosgace Material Specification 

Type of Mold 

Austenite Conditioning Treatment 

Maximum Hardness 

Solution Anneal 

I 

Aging Treatment 

Properties :(b) 
Tensile Strength, ksi 
Yield Strength (0.2 70 Offset), ksi 
Elongation, per cent in 4D 
Minimum Hardness 

Maximum Size of Master Heat, l b  

5359 5368 

Sand Investment 

200 F for 1 hour per inch of 
section, rapid air cool if 
under 1 inch, oil or water 
quench i f  over 1 inch(a). 

1900 F for 1 hour per inch of 
section, rapid air cool if 
under 1 inch, oil or water 
quench if  over 1 inch. 

3 9 k  3 9 k  

1725 to  1850 F for 1 hour per 1725 F to  1850 F for 1 hour 
per inch of section, water 
quench, cool to a t  least 
-100 F for 3 hours minimum 
warm in air to room 

inch of section, water 
quench, cool to a t  least 
-100 F for 3 hours minimum, 
warm in air to room 
temperature. temperature. 

850 F for 3 hours minimum, 850 F for 3 hours minimum, 
air cool air cool 

200 
150 

8 

5000(C) 
4 O k  

200 
150 

8 
4 O k  

7 0 0 0(d) 

(a) If specified by the customer, this treatment may be followed by heating a t  1400 F for 3 hours, ail 
cooling to room temperature or lower temperature, reheating at  1050 F for 3 hours, and air 
cooling. 

(b) For the investment castings, the tensile specimen is to have standard proportions with a 0.25-inch 
reduced section. For the sand castings, i f  the cast-to-size tensile specimens are not permitted, 
the specimens are to be machined from standard keel-block castings. For investment or sand 
castings, i f  the separately cast tensile specimens fail to  meet  requirements, specimens may be 
machined from castings. 

(c) N o  restriction specified on the preparation of the melt other than it is a single charge not exceed- 
ing 5000 pounds. 

(d) Castings may be poured directly from a master heat or from a remelt  of a master heat. Foundry 
returns may be used only in the preparation of a refined master heat. 
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obtainable when the carbon-plus-nitrogen content is in the range of 
about 0.18 to 0. 24 pe r  cent (Ref. 33). If the content i s  too high, an 
appreciable amount of the austenite will r e s i s t  transformation to mar- 
tensite a f te r  solution annealing. Although a smal l  amount of retailied 
austenite (5 to 20 pe r  cent)  is not detrimental  to the properties,  a 
large amount resu l t s  in poor ductility. 
stable during aging t reatments  or  subsequent thermal  cycling even if 
the casting i s  under s t r e s sed  conditions. 

The retained austenite i s  

Some segregation occurs  a s  a resul t  of coring during solidifica- 
tion of the castings. 
between the center and surface of dendrite a r m s  o r  grains .  Homoge- 
nization t reatment  a t  2000 F p r io r  to solution annealing and aging does 
not improve the propert ies  appreciably. 
high-temperature homogenization of the s t ruc ture  is offset  by the 
coarse  austenitic grains  that a r e  formed. 
suffer as a resul t  of the surface of the casting becoming damaged by 
pickup of carbon o r  nitrogen. These elements stabilize the austenite 
excessively s o  that the response to heat t reatment  i s  poor. To avoid 
this type of damage during t reatments  at  high temperature ,  good con- 
t rol  must  be maintained over the atmosphere that i s  being used. 
quate control of the atmosphere i s  difficult and costly. 

Coring is the presence of a variable composition 

Apparently the benefit of 

The propert ies  may also 

Ade- 

Fortunately homogenization can  be achieved by “equalizing” the 
castings for  severa l  hours  in the range of 1375 F to 1475 F pr ior  to 
solution annealing and aging. A typical heat-treating schedule is as 
follows (Ref. 33): 

0 Equalize at  1475 F for  3 hours and a i r  cool 

0 Solution anneal at 1750 F for 1 / 2  hour and oil quench 

0 Cool to  -100 F for  3 hours for maximum transformation 
to martensi te  

0 Age at  1000 F for 3 hours  and a i r  cool. 

The above heat-treating schedule is conducted in a i r .  Such a 
schedule produces reliable minimum yield strength of 145,000 psi  and 
elongation of 1 0  per  cent. An extension of the homogenization t ime a t  
1475 F to 16 hours has been shown to be detrimental  to ductility. 
Solution annealing at  higher temperatures  coarsened the grains and 
stabilized the austenite with the resul t  that response to hardening was 
diminished and poorer propert ies  were obtained. Aging at  850 F a s  
compared with 1000 F gave the following average tensile properties 
(Ref. 33):  
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Aging Ultimate 0.2 Per Cent Elongation Reduction 

ture, F Strength, ksi Strength, ksi % 70 Rc Nitrogen, qo 
Temp era - Tensile Yield in 1 Inch, in Area, Hardness, Carbon + 

850 227 160 12 19  5 1  0.20 

850 221 166 14 34 48 0.17 

1000 168 150 1 7  47 40 0.17 

A comparison of the data for  the b a r s  aged a t  850 F shows the potent 
effect that carbon and nitrogen have on the propert ies .  
gave a hardness  ranging f r o m  38 to  41 Rockwell C. 
was possible to do finish machining on the casting. 

Aging at 1000 F 
In this range it 

If machining i s  difficult o r  extensive, the casting can be heat  
t reated to a hardness  of 35 Rockwell C by aging for  3 hours at 1050 to 
1100 F immediately a f t e r  the equalizing t reatment  (Ref. 33). After 
machining, the normal  heat-treating schedule i s  followed without r e -  
peating the equalizing step. 

The AM 355 alloy undergoes an increase  in  volume when the aus-  
tenite t ransforms to martensi te  (Ref. 35). The volume change can be 
a significant amount. Therefore,  final dimensional inspection should 
be  done after the aging treatment.  Also, 
warpage, holding fixtures should be used 
Integrally cast  t e s t  b a r s  are  heat t reated 
the castings (Ref. 7). 

A-286 Allov. 

i f  the volume change causes  
during heat t reatment  (Ref. 7). 
and tensile tested to qualify 

General Character is t ics .  The A-286 alloy i s  used for  
s t ruc tura l  par t s  requiring cor ros ion  resis tance and good strength a t  
temperatures  up to 1200 F (Ref. 8). It is  vacuum-induction remelted 
f r o m  vacuum-melted m a s t e r  heats. Satisfactory crucible materials 
are high-purity alumina, magnesia, o r  zirconia that are well cured 
with wash heats. If the alloy were  melted in  air, there  would be an 
uncontrollable loss  of titanium, aluminum, and boron as well a s  dirty 
meta l  f r o m  the oxide and nitride inclusions of these elements.  Even 
if the alloy were  to be melted under an argon blanket, enough air 
could diffuse through the blanket to partially lose the effectiveness of 
these particular alloying elements. 

Melting and Casting Prac t ice .  The data presented below 
compare the room-temperature  tensile propert ies  of investment cas t -  
ings made f rom air mel t s  and vacuum melts (Ref .  36). 
treatment schedule for these b a r s  was: 

The heat- 
solution anneal at  2000 F fo r  
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10 minutes and oil quench, then solution anneal at 1650 F for 2 hours  
and air cool rapidly, followed by aging at 1300 F for  16 hours  and air 
cool. 

Tensile Yield Strength Elongation, Reduction 
Strength, ksi (0 .Ho  Offset), ksi % of Area, qo 

Air Melted (11 bars, 7 heats) 
Range 81.3-140.7 52.6-120.6 2-13 5-34 
Average 108.3 85 .8  6 14 

V a c u u m  Melted (4 bars, 2 heats) 
Rang e 105.1-125.1 54.9-68.4 15-18 20 -29 
Average 115.3 63 17 23 

It is apparent that  the proper t ies  a r e  much m o r e  consistent and the 
ductility i s  much higher for the vacuum-melted cast ings,  

Casting mus t  be  produced in  a n  investment mold because this is 
the only type of mold that is f r e e  of volatiles for casting under vac-  
uum. The pour is usually made  in molds at the i r  preheat  t empera -  
t u r e  which may range up to 1 9 0 0  F. 
as the facing mater ia l  in the mold cavity because the m e l t  is apt to 
reac t  with a s i l ica  facing and resu l t  in surface defects in the casting 
(Ref. 37). 

Alumina o r  zirconia is p re fe r r ed  

The shell  investment mold imposes no restr ic t ion on s ize  other 
than the available facil i t ies for  making la rge  molds.  
exist  with a capacity of up to 500 pounds (Ref. 37). 
ings have been made that weigh up to 400 pounds (Ref. 20); however, 
they usually weigh under 20 pounds. 
molds,  they a r e  backed with refractory ma te r i a l  during preheating and 
castings are  poured with the backing in place,  

Vacuum furnaces  
Investment cas t -  

To prevent bulging of l a rge  

The production cycle for vacuum casting a 12-pound charge is  
6 minutes (Refs.  7 ,37) .  
melting and casting in a i r  ( R e f .  38). Although casting under vacuum 
is m o r e  expensive, it should minimize re jec ts  attr ibuted to oxide in- 
clusions o r  misruns .  The reason  for  this is  that  when casting under 
vacuum, there  is no atmosphere to c rea te  oxides o r  develop back 
p r e s s u r e  in the mold cavity. Examples of complex shapes produced 
by vacuum casting a r e  shown in F igure  3. 

The cost  is about one-half m o r e  than that f o r  

Heat Treatment .  The A-286 alloy castings a r e  solution 
annealed at 2000 F for  1 to 2 hours  and oil quenched. 
by an intermediate  solution anneal at 1650 F for  1 - 1 / 2  hours p e r  inch 

This is  followed 
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FIGURE 3. COMPLEX INVESTMENT CASTINGS 
OF A-286 PRODUCED BY MELTING 
AND CASTING UNDER VACUUM 
(REF. 37) 

FIGURE 3. COMPLEX INVESTMENT CASTINGS 
OF A-286 PRODUCED BY MELTING 
A N T I  CASTING UNDER VACUUM 

of section thickness with rapid cooling i n  a i r  to room tempera ture .  
Aging is at 1325 F for  16 hours  with a i r  cooling t o  room tempera ture  
(Ref. 36). 
precipitation of Ni3Ti phase in  the austenite during aging. 

The alloy i s  austenitic and hardening occurs  a s  a resul t  of 
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Typical mechanical propert ies  a r e  a s  follows (Ref. 8): 

Tensile strength, psi  106,000 
Yield strength (0. 270 offset), ps i  85,400 

Reduction of a rea ,  70 17  
Rupture s t r e s s  a t  100-hr life, ps i  

At 1100 F 82,000 
At 1200 F 66,000 
At 1300 F 50, 000. 

Elongation, 70 10.5 

PH-55A. PH-55B. and PH-55C Allovs (Ref. 9 ) .  

General Character is t ics .  These three  air -melted alloys 
have good resis tance to corrosion. They have high strength, and r e -  
s i s t  abrasion, erosion, and s t r e s s  corrosion. The PH-55A alloy r e -  
s i s t s  pitting corrosion better than Type 316 s ta inless  s teel .  
PH-55B alloy i s  suitable for applications involving mechanical shock. 
The PH-55C alloy has  bet ter  res is tance to corrosion than the PH-55A 
alloy and slightly l e s s  res is tance to mechanical shock than the PH-55A 
alloy. 
perature ,  these three  alloys a r e  useful where resis tance to softening 
i s  desired af ter  extended exposure to tempera tures  up to 1400 F. 

The 

In addition to these charac te r i s t ics  at essentially room t em-  

The alloys a r e  readily cas t  i n  sand molds.  Castings a r e  weld- 
able, but should be solution annealed af ter  welding to  obtain uniform 
mechanical propert ies  and maximum corros ion  resis tance.  
is done on castings in  the solution-annealed condition. 

Machining 

Heat Treatment  and Typical Proper t ies .  Heat treatment 
consists of a solution anneal at 2050 F for 1 hour pe r  inch of section 
thickness, a water quench to room temperature ,  aging at 900 F f o r  
8 hours,  and furnace o r  a i r  cooling, 
nealing is austenitic with discontinuous f e r r i t e  grains .  
a finely dispersed s igma phase is formed in  the f e r r i t e  grains.  

The s t ruc ture  after solution an- 
After aging, 

Table VI  presents  some mechanical propert ies  of the three  PH-55 
Tensile propert ies  at elevated tempera-  
The resis tance to softening a f t e r  long 

alloys a t  room temperature .  
t u re s  a r e  given in  Table VII. 
exposures to elevated temperatures '  is shown in Table VIII. 
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TABLE VI. SOME TYPICAL ROOM-TEMPERATURE PROPERTIES OF PH-55 ALLOYS 

Alloy 
Property PH-558 PH-55B PH-55C 

Solution-Annealed Hardness, BHN 241 -285 217 -235 269 -331 
Aged Hardness, BHN 311-388 248-302 363 -477 
Charpy Impact Toughness 

Tensile Strength, psi 139,000 139,000 185,000 
Yield Strength, psi 106,000 105,000 150,000 

(Keyhole), ft -1b 4 35 3 

Elongation, T o  8 21  2 
Reduction of Area, qo 6 18 2 

TABLE VII. TENSILE PROPERTIES A T  ELEVATED TEMPERATURES OF PH-55 ALLOYS 

Alloy 
Property PH-55A PH-55B PH-55C 

At YO0 F 
Tensile Strength, psi 
Yield Strength, psi 
Elongation, To 
Reduction of Area, 70 

At 1300 F 
Tensile Strength, psi 
Yield Strength, psi 
Elongation, 70 
Reduction of Area, 70 

102,700 83,300 108,500 
58,000 57,500 57,500 

9 11 6 
13 9 9 

75,400 63,500 50,100 
36,000 32,500 33,000 

29 22 20 
42 24 38 

L 

TABLE VIII. HARDNESS OF PH-55 ALLOYS AFTER EXPOSURE TO 
ELEVATED TEMPERATURES 

Aging Treatment 
Time,  hr Temp,  F 

Hardness, BHN 
PH-55A PH-55B PH-55C 

8 900 
50 900 
50 1200 
50 1400 

352 262 
382 293 
340 248 
402 293 

38 7 
41 8 
38 7 
430 
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ALLOYSNOTUSEDATELEVATEDTEMPERATURES 
(PH-55D, C B - ~ C U ,  AND CD-4MCu) 

General Character is t ics .  The PH-55D, C B - ~ C U ,  and 
CD-4MCu alloys a r e  all air melted and c a s t  in  sand molds. Conven- 
tional s ta inless  s tee l  melting and casting pract ices  a r e  employed. 
These alloys a r e  normally not used at elevated temperatures .  The 
corrosion resis tance of the PH-55D alloy is very s imilar  to that of the 
PH-55A alloy which was discussed ea r l i e r  in  this repor t  (Ref. 9).  

The CB-7Cu and CD-4MCu alloys a r e  strong and resis tant  to  
s t ress -cor ros ion  attack. 
for such service as pump impel lers  and blades in the chemical, 
petroleum, food processing, metallurgical,  and pulp and paper indus - 
t r i e s  (Ref. 12). 
shown in Figure 4. The CJ3-7Cu alloy i s  cheaper than the CD-4MCu 
alloy and can be hardened to over 400 Brinell  by aging a t  low tempera-  
tu res ,  but the CD-4MCu alloy has  superior  res is tance to corrosion. 

These character is t ics  make them suitable 

A s t ructural  application for  the CB -7Cu alloy is  

FIGURE 4. TORQUE TUBE CASTING O F  C B - ~ C U  ALLOY 
FOR THE BOEING 707 BRAKE ASSEMBLY 

The casting i s  heat t reated to a tensile 
strength of 162,000 psi  and i s  subject to 
landing impact and 15,000 ft-lb torque. 

Courtesy of Alloy Casting Institute. 
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Heat Treatment  and Typical Proper t ies .  The PH-55D alloy is 
solution annealed at 2050 F (Ref. 9) .  
ness  range of 286 to 418 Brinell .  
is 418 t o  600 Brinell  which imparts high abrasion resistance.  
b r i t t l eness  is  similar to that of tool s teel .  

In this condition it has  a h a r d -  
After aging at 900 F, the hardness  

Its 

Aging Tensile Yield Elongation, Hardness, Charpy Impact 
Alloy Temp, F Strength, psi Strength, psi % BHN (Keyhole), ft-lb 

Heat t reatment  of the CB-7Cu alloy consists of solution annealing 
at 1900 F and air cooling o r  oil  quenching to  below 270 F to f o r m  a 
martensi t ic  s t ruc tu re  containing sphe roidized f e r  rite. 
hardening occurs  upon aging. 
obtained by aging at 1000 F fo r  1 hour. 

Precipitation 
The b e s t  combination of propert ies  i s  

The CD-4MCu alloy is  solution annealed at 2050 F for  at leas t  
2 hours,  furnace cooled to  1750 F, and then oil quenched. In this con- 
dition the s t ruc tu re  is f e r r i t i c  with some retained austenite. Aging at 
900 F hardens the castings by precipitation of copper and sigma phase 
within the fe r r i te .  

Although the CB-7Cu and CD-4MCu alloys a r e  weldable, the 
CD-4MCu alloy should be given the standard heat t reatment  a f te r  
being welded. 

Some mechanical propert ies  of CB-7Cu and CD-4MCu alloy cas t -  
ings a r e  presented in  Table IX (Ref .  12). 

CB -7Cu None 140,000 113,000 14 315 
900 180,000 156,000 3 41 8 23 

1000 165,000 152,000 1 4  367 23 
1050 148,000 141,000 17  333 26 

CD -4MCu None 110,000 85,000 25 260 37 
900 140,000 110,000 18 305 12 

POWDER METALLURGY PRODUCTS 

The common grades of s ta inless  s tee l  a r e  regularly produced in  

By far the mos t  
the fo rm of powders and a r e  made  into p re s sed  and s in te red  pa r t s  
when corrosion o r  oxidation resis tance is required. 
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extensively used s ta inless  powders are Types 304, 316L, and 410 al- 
though virtually any grade can  be obtained in  powder fo rm if des i red  
(Ref. 39). 

Except for  some experimental  work with PH 15-7 Mo in  making 
extrusion bil lets,  no published information was found that related to 
the powder metal lurgy of precipitation-hardenable s ta inless  s teels .  
However, private communications disclosed that two companies p r e s  - 
ently plan to start production of specific pa r t s  f rom 17-4 PH stainless  
s tee l  powder (Ref .  39). Nominal compositions of the precipitation- 
hardenable s ta inless  s tee ls  that have been used experimentally in  pow- 
de r  form,  i. e . ,  Types 17-4 PH, PH 15-7 Mo, and A-286, a r e  l is ted in  
Table X (Ref. 40). 

POWDER PRODUCTION 

In recent years ,  the dohinant  method for  manufacturing s ta inless  
s teel  powders has  been the atomization df the molten alloy, replacing 
the ea r l i e r  and m o r e  costly method involving carbide sensit ization of 
scrap,  followed by electrochemical disintegration (Ref. 41). Sensit i-  
zation was induced by heating in  the tempera ture  range of 1200 to  
1300 F which caused precipitation of chromium carbides  at grain 
boundaries.  This depleted the a r e a s  adjacent to the grain boundaries 
of chromium and permit ted intergranular  attack and separation of the 
grains .  

Atomization, as ide f r o m  being the m o r e  economical method, can 
be used for  production of s ta inless  s tee l  g rades  that contain strong 
carbide f o r m e r s  such a s  niobium, tantalum, molybdenum, and tita- 
nium. 
s tee ls  containing these elements because they inhibit carbide sensi t i -  
zation. 
thus making it possible to produce the precipitation-hardening grades 
that contain these elements,  for  example, PH 15-7 Mo and A-286. .It 
appears ,  however, that  production of these par t icular  precipitation- 
hardenable s teels  i s  s t i l l  in  the development s tage and that adequately 
low oxygen and nitrogen contents can only be obtained through use  of 
argon a s  a n  atomizing medium. 17-4 PH stainless  s teel ,  on the other 
hand, contains 2. 8 to 3,  5 pe r  cent copper ra ther  than titanium o r  alu- 
minum to provide precipitation hardening. Consequently, this  alloy i s  
l e s s  sensit ive to oxidation during melting, atomizing, and subsequent 
sintering. The principal precautions required with 17-4 PH pertain to 
keeping the nitrogen content low. 
nitrogen melting stock, melting out of contact with. air (slag o r  argon 
blanket), and use of dry  hydrogen (-40 F dew point) or vacuum f o r  

Electrochemical  disintegration was not effective with s ta inless  

Steel containing aluminum o r  titanium can also be atomized, 

This can  be done by using low- 
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sintering. 
water  j e t  (Ref. 39). Thus, it should be possible to produce powders 
f r o m  17-4 PH alloy on a commerc ia l  basis at no g rea t e r  cost  than that 
for  the m o r e  common grades  of s ta inless  s teel ,  Types 304 and 316L. 
Nitrogen content mus t  be  kept low because nitrogen i s  a powerful aus- 
tenite s tabi l izer  and, i f  p resent  in  amounts g rea t e r  than about 0. 05 pe r  
cent it in te r fe res  with the hardening process .  

Atomization can be accomplished with a high-pressure 

The atomization process  has  been reviewed by Watkinson (Ref. 42) 
and b y  Par ikh,  e t  al. (Ref. 43), and therefore  will not be discussed 
here  in detail.  The gas-atomization process  used by Par ikh  for  a tom-  
izing PH 15-7 Mo alloy is i l lustrated in Figure 5.  Pa r t i c l e  s i ze  of the 
powder and chemical  compositions a t  var ious stages of processing a r e  
shown in  Table XI.  
pickup during atomization and a s t i l l  fu r ther  increase  during sintering 
in argon. 
and the re  was a fur ther  increase  during atomization. I t  i s  interesting 

These data show that there  was appreciable oxygen 

The nitrogen content increased appreciably during melting 

Atomizer tank Atomizer tank 

A- 52017 

FIGURE 5. GAS-ATOMIZATION TECHNIQUE (REF.  43)  

26 



A 
0 
d - 
c 

0 
cr) 
0 %  

d E  

I 1  
1 1  

I I  
I 1  

\ 
u 3 0  
c - l n  
0 4  
. .  

\ 
0 0  
0 0  

46 

\ 
o m  
u 3 c  

W &  
. .  

\ 
0 0  
0 0  22 

0 E 3  
I - i E  

0 7 3  
r l F  

a, 0 3  
d E  

c 
0 

cd 
V 

u 
c) c 
v) 

.H c1 

(z 
.r( 

0 
m 
0 

0 

m 
0 
0 

0 

3 
0 

0 

ln 
0 
rl 

ln 
ln 

N 

0 
0 

t- 

0 
c- 
10 
rl 

a, 
rl 

0 

0 
N 

0 
V 

c- 
0 

d 

3 
V 
0 4-4 
v) 

x 
2 

I 
1 

u3 
W 
0 

0 

01 
'0.1 
0 

0 

W 
or) 

d 

ln 
W 

N 

rl 

d: 
t- 

;s 
ln 
d 

I 
I 

I 
I 

m 
0 

0 

a 
0 
c1 - 
2 
2 

I 
I 

d 
d 
0 

0 
0 
CJ 

d 

0 
to 
0 

0 
0 

N 

;?; 
c- 

N 
Kl 
v) 
r( 

I 
I 

I 
I 

N 
0 

d 

s 
: -0 

4-4 
C 
v) 
.r( 

2 

o o o l n  
* O c - N  
r l m c d c r )  
+ + + +  

h e 

27 



to  note that mos t  of the nitrogen was eliminated during sintering in  
argon. 
yield lower gas contents in  the powder. 

More careful  melting and atomization prac t ices  probably would 

That P H  15-7 Mo stainless  i s  sensit ive to nitrogen content was 
shown by the work of Toaz, e t  al. (Ref. 45). F o r  making experimental  
extrusion bil lets of this  alloy, powder was prepared  by- atbmization 
with nitrogen. After pressing,  sintering, hot extruding 16 to 1, and 
heat treating, it was found that the specimens did not harden  sat isfac-  
tori ly.  Examination of the mic ros t ruc tu res  showed them to be e s sen -  
tially austenitic. Nitrogen contents of some  of the specimens and the 
hardnesses  attained a r e  shown in Table XII. It was concluded that the 
poor heat- t reatment  response resul ted f r o m  the high nitrogen levels.  
Metallurgists a t  Armco Steel Corporation suggested that the nitrogen 
should not exceed 0.  0 2  per  cent and that the total  nitrogen plus carbon 
content should not exceed 0. 09 per cent for  bes t  resu l t s .  

TABLE XII. GAS ANALYSES AND HARDNESSES OF PH 15-7 MO ALLOY IN THE 
RH 950  CONDITION(^) (REF. 45) 

Analysis, per cent 
Extrusion Type Nitrogen Carbon N2 + C E ~ c  Hardness(b) 

177 Powder 0.098 0.030 0.12s 1 8  
178 Powder 0 . 1 1  0.036 0.146 18 
17 9 Powder 0.060 0.060 0.120 25 
180 Powder 0.062 0.028 0.090 36 

191  Wrought 0.012 0.075 0.087 4s 
1s2 w r ought 0.020 0.075 0.095 47 

(a) Solution treat 1950 F f 25 F ,  1 hr, water quench*; Austenite Coiiditioii 
1750 F f 15  F,  10 min, air cool to room temperature*; Transform -100 F 
f 10 F, S hr. Precipitation hardcn 950 F f 10 F, 1 hr, air cool to room 
temper ature*. 

(b) Grain sizc was ASTM 8. 
*Performed in dry-argon atmosphere. 

P H  15-7  Mo powder has been made in pilot quantities with lews 
than 0 .  05 per  cent oxygen and about 0.  0 0 2  per  cent nitrogen (Ref. 43). 
Melting was done under an argon blanket and atomization was ca r r i ed  
out with a high-pressure jet  of argon. 

Although no data a r e  available to support  this contention, i t  would 
seem that A-2'86 s ta inless  s tee l  should notbe sensit ive to  nitrogen con- 
tent, since i t  is an austenitic grade of s ta inless .  
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Table XI11 shows the character is t ic  chemical analyses and sc reen  
analyses obtained by a commercial  powder producer fo r  two 180-pound 
lots of P H  15-7 Mo powder. 
Lot 2 w a s  atomized with argon (Ref. 45). The nitrogen content fo r  the 
lot made with nitrogen was reported to  be 0 . 0 4 4  pe r  cent. 
tunately, no value was reported for  the nitrogen i n  the lot atomized 
with argon. 
mesh.  

Lot 1 was atomized with nitrogen and 

Unfor -  

In both instances,  the powder was essentially all minus 50 

TABLE XIII. CHEMICAL COMPOSITION AND SCREEN ANALYSIS OF TWO LOTS 
OF PH 15-7 MO ALLOY POWDERS FROM A COMMERCIAL SOURCE 
(REF. 45) 

0.09 inax 0. 08 0.04 
1.00 max 0.81 0.56 
1 .00  max 0.76 0.62 
0.03 max 0.019 0.020 
0.04 inax 0.017 0.019 

14.0-16.0 14.82 15.13 
6.5-7.75 7.15 7.39 
2.0-3.0 2.53 2. c2 
Balance Balance B alaiice 
0.75-1.5 1.27 1.43 

- -  0.044 -- 

Mesh Size 

t 5 0  
-50 to +lo0 

-100 to  t140  
-140 to  i 2 0 0  
-200 to i 3 2 5  

-325 

1.8 
16 .1  
20.3 
29.1 
30.7 

2.0 

2.9  
25.9 
23.8 
23.0 
21 .1  
3.3 

(a) For vacuum melted, wrought, or cast material. 
(b) Atomized in N2. 
(c) Atomized in A. 

METHODS O F  CONSOLIDATION 

Cold-Die Press ing .  The conventional method of consolidating 
meta l  powders involves cold-die pressing, sintering, and, if high den- 
s i t i es  a r e  required,  repressing and resintering. Little specific infor-  
mation is available about the processing charac te r i s t ics  of the 
precipitation-hardenable stainless s teels .  It is known that the powders 
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tend to be ha rde r  than pure-metal  powders, even harder  than conven- 
tional s ta inless  s tee l  powders (Ref. 39). This character is t ic  makes it 
necessary to  use  high compacting p r e s s u r e s  to  achieve a given green 
density o r  green  strength. Figure 6 shows the densi ty-pressure re la -  
tionship f o r  th ree  particle s ize  ranges  of PH 15-7 Mo powder (Ref. 44). 
The data show slightly higher compactibility for  the finer powders with 
75 pe r  cent of theoretical  density being achieved at p re s su res  of about 
20 tsi. Data for minus 80 m e s h  powder (Ref ,  43) obtained in the same 
study a r e  plotted in Figure 7 along with data for minus 80 mesh  
Udimet 700 and Inconel 713C powders. 
cent of full density resulted for the PH 15-7 Mo powder a t  a p re s su re  
of about 35 ts i .  In these compactibility tes ts ,  the dies were  3 /8  inch 
in diameter  with the compacts being about 1 / 2  inch high. 
walls were  lubricated with a thin film of s tear ic  acid to facilitate e jec-  
tion of the green compacts. 
abrasiveness  of the powders would make  the use of carbide dies im- 
portant for  quantity production of par t s .  Lubricants, such as  s tear ic  
acid o r  zinc s teara te ,  a r e  normally used with stainless s teel  powders 
and probably could he used with the precipitation-hardenable grades i f  
c a r e  is used to eliminate the lubricant, preferably in a chamber sepa- 
ra te  f rom the sintering furnace. 

These data indicated 75 per  

The die 

The high compacting p res su res  and 

Unfortunately no green strength data have been reported for 
precipitation-hardenable grades of stainless.  
problem in handling cold-pressed metal  compacts at  densit ies of 
75 per  cent. 
s teel  powder yield a density of about 6. I g/cc (78  per  cent theoretical)  
with a green t r ansve r se  strength of about 600 lb /sq  in. (Ref. 46).  
Type 410 stainless s teel  which is a softer fe r r i t i c  s teel  will have a 
density of about 6. 3 g/cc  (81 per  cent theoret ical)  and a strength of 
about 1450 lb/sq in. when pressed  under the same conditions. 

Ordinarily there  i s  no 

P res sed  at 30 tsi ,  molding grades of Type 316 stainless 

Other Methods of Consolidation. Depending upon the specific 
par t  being made, a variety of methods of compaction used for other 
metal  powders a r e  applicable to the precipitation-hardenable grades of 
stainless.  These methods include hot pressing, hydrostatic pressing, 
and possibly sl ip casting. Hot pressing should be applicable for  l a rge r  
par t s  where the cost  and low production ra te  could be justified. P r e s s -  
ing would need to be done in iner t  atmosphere or  vacuum to avoid con- 
tamination. Dies for  hot pressing a r e  usually machined graphite and 
hot graphite could contaminate stainless steel .  Hydrostatic pressing 
appears  to have i ts  g rea tes t  application in the production of bil lets to 
be extruded o r  rolled. 
making extrusion bil lets.  
were  obtained with a hydrostatic p r e s s u r e  of 40, 000 psi .  

Toaz (Ref. 45) used hydrostatic compaction f o r  
Billets 3 inches in diameter  by 6 inches long 

Green 
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densit ies were  65. 9 to 66.8 pe r  cent of the theoret ical  density based on 
a wrought density of 7. 80 g /cc .  

Slip casting offers  considerable promise  as a method for forming 
cer ta in  thin-walled s ta inless  s tee l  pa r t s  including 17-4 PH stainless .  
It is not known whether o r  not other grades of precipitation-hardenable 
s ta inless  would b e  contaminated excessively by the deflocculants (usu- 
ally ammonium o r  sodium alginates) employed i n  forming the sl ip.  
Reference 47 p resen t s  a description of the sl ip-casting process .  Slip- 
ca s t  Type 316 s ta in less  powder was s intered to a density of 7. 87 g / c c  
and had a s t rength of 70, 000 to 80, 000 psi  with 55 to 57 per  cent elon- 
gation. Unfortunately, the sintering conditions were not reported.  
F igure  8 i l lus t ra tes  the s teps  required for  making p a r t s  by s l ip  casting 
(Ref. 45). An attempt was made to s l ip  cas t  and s in te r  A-286 powder 
on a recent  Air  F o r c e  project  (Ref. 48). The alloy was atomized with 
a rgon  and the result ing powder contained a n  excessive amount of oxy- 
gen. 
addition of 0. 3 per  cent ZrB2 t o  the powder improved its sinterability. 

An indication was obtained that even with high oxygen contents,  

SIN T ERIN G 

Sintering procedures  for  the common grades  of s ta inless  s tee l  a r e  
well developed. 
quirement s for furnace -design atmosphere s and tempera ture  s 
(Refs.  49-51). 
cally covering the precipitation-hardenable s ta inless  s tee ls .  It s eems  
probable that 17-4  PH stainless  can be handled i n  the same  manner  as 
other grades of s ta inless;  that  is, s inter  e i ther  in  hydrogen with dew 
point l e s s  than -40 F o r  in  a vacuum of about 10-5 t o r r .  Dissociated 
ammonia is used frequently for  the common grades  of s ta inless  be-  
cause of i t s  lower cost, possibly a t  some sacr i f ice  in  quality of the 
par t s .  
17-4 PH o r  PH 15-7 Mo because of the danger of nitrogen pickup. 
Types 316, 304, and 347 s ta inless  s teels  a r e  normally s intered at 
2200 t o  2300 F in  pucker-type o r  hump-type muffle furnaces  since hy- 
drogen is l ighter than air and these furnaces  have a ra i sed  hot zone it 
is eas i e r  to maintain a protective atmosphere.  
run up to  1000 l b / h r  in  the l a r g e r  s izes  of furnaces  (Ref. 51). 

There  a r e  seve ra l  re fe rences  that descr ibe the r e -  

However, there  is no published, information specif i -  

Dissociated ammonia is not likely to be sat isfactory for  e i ther  

Production rates can 

The oxides on P H  15-7 Mo s tee l  powders m a y  cause difficulty in  
sintering. In the work reported by F a r r e l  (Ref. 43), sintering and 
densification proceeded for Udimet 700 in  vacuum at about 2350 F, at  
about 2450 F for  Inco 713C, but a tempera ture  of 2700 F was required 
to produce much sintering with PH 15-7 Mo, both in  argon and in  
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vacuum. 
effects  of t ime at tempera ture  on density of PH 15-7 Mo compacts.  

These resu l t s  a r e  plotted in  F igure  9. F igure  1 0  shows the 

PROPER TIES 

There is l i t t le,  i f  any, information available on the proper t ies  of 
p re s sed  and s intered precipitation-hardenable s ta inless  s tee ls .  Infor - 
mation available on s intered and extruded ma te r i a l s  suggests that a 
fine -grained product can be produced that would approach the mechani- 
cal  propert ies  of ca s t  and wrought ma te r i a l  (Ref. 44). There a r e  r e a -  
sons to  believe that p re s sed  and s intered 17-4 PH stainless  s tee l  pow- 
d e r s  can have good cor ros ion  res i s tance  combined with g rea t e r  
hardness  and s t rength than those of Type 316 o r  Type 410 grades 

CONCLUSIONS AND RECOMMENDATIONS 

CASTING 

The foundry technology for  producing castings from air-melted o r  
vacuum-melted precipitation-hardenable s ta in less  s t ee l  i s  fa i r ly  well 
established. 
metal lurgical  p rac t ices  a r e  employed t o  cope with charac te r i s t ics  that 
may  be peculiar to a specific alloy. The main problem probably is in 
ascertaining that the foundry has  awareness  of the charac te r i s t ics  of 
the a l loy  being cas t  and an  awareness  of the technology and the ability 
to  apply the technology that is required.  In this regard ,  it would be  
desirable  to develop a list of foundries having cer t i f ied capability to  
produce castings of high quality f r o m  specific a l loys .  A p rogram for  
certifying foundries is recommended. 

Castings of high quality can be  produced when sound 

POWDER METALLURGY 

The same basic  production advantages charac te r i s t ic  of fabr ica-  
tion by the consolidation and shaping of meta l  powders i n  general ,  a r e  
applicable t o  powders of precipitation-hardenable s ta inless  s tee l  com- 
positions. Some problems,  however, a r e  inherent in  these hardenable 
compositions. 

Currently,  the grea tes t  problem l i e s  in  the difficulty in  obtaining 
high-quality powder. Some of the precipitation-hardenable powders 
a r e  of such a composition a s  to  be readily contaminated during pro-  
duction with nitrogen o r  oxygen. 
tions containing the m o r e  react ive elements,  aluminum and/or  

This i s  notably the case  f o r  composi- 
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titanium. 
powders without excessive contamination. 

Therefore,  improved methods a r e  needed for  making the 

A second general  problem a r e a  is concerned with sintering condi- 
tions. Sintering procedures have not been thoroughly investigated. 
Because some of the precipitation-hardenable alloys contain the reac-  
tive additives, aluminum and titanium, very  low dew points seem.de- 
s i rable  to avoid oxidation of these elements.  Fur thermore ,  dissociated 
ammonia is frequently used- for sintering powders of the. common 
grades of stainless s teels .  
satisfactory for sintering the precipitation-hardenable stainless s teel  
powders because of nitrogen contamination and associated loss  of heat-  
treating response.  
economical in general. There  has been a t  least  one investigation in 
which a precipitation-hardenable stainless powder could not be  
sintered in vacuum, but was sintered with par t ia l  success  in argon. 
The problem then i s  the specification of sintering atmospheres  for 
specific s teel  compositions, since the various alloys will not a l l  r e -  
spond in the same manner to a single furnace condition. 
atmosphere studies should include thermodynamic studies, sintering 
schedules , and sintering equipment. 

Dissociated ammonia does not appear 

Vacuum may also be used although this is l e s s  

Sintering- 

Powder metallurgy of pr ecipitation-hardenable stainless s teels  
would benefit f rom studies of mechanical propert ies ,  corrosion tes ts ,  
and in-service studies on finished hardware.  
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